Administrative Alternates

DEVELOPMENT
SERVICES
DEPARTMENT

Development Services Customer Service Center | | Exchange Plaga, Suite 400 | Rulcigh, NC27601 | 919-996-2495 { ofax 919-936- 1831
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Administrative Alternate Request: Requested in accordance with DO Section 10.2.17

- OFFIGE USE ONLY

Section{s) of UDD affected:

The minimum 20% transparency requirements arc not being mot, as par Ses 3.2.5.F.and Sec 1.5.9 KRR,

Provide an explanation of the alternate requested, along with an applicant's statement of the findings
See atlached explanation for-alternale request on drawing AB (lower right hand comer of drawing),

- Trgngaction Number

Provide all assoclated case plan numbers Including zoning and site plan:

Notary

Sworn and subscribed before me this yi 8 day of

Q,@wi 20,7

j,Trr:ma—*,acticn #500131
Property Address Date
3318 Capital Boulevard 4/28(17
Property PIN Current Zoning
1725255371 IX-3-PL
Nearest Intersection ' Property size (in acres)
Starmount Drive 0.54
Property Qwner Phone Mail
Wil-Dor. Inc (918) 365-0381 7408 Sisrens Rosd Wardell, NC 27591
) i Email
Mr. Chuck B”ght wildor.chuck@gmail.com
Project Contact Person Phone Mait
(732) 212:0007 167 Broad B Suite 107 Red Back, NJ 07731
Jose Santos, AIA - Architrave Group PC | Emall
jsantos@architravegroup.net
Property Owner Signature mail :
(w;w’w(w/ iidor.chuck@gmail.com
L4 \) e

Notary Signature and Seal

¢ JOSETTE BEADY

Comm‘vssion #217

Notary Puby 2052

My ‘f?orgfﬁ)?;:ilsnogstitveiersey J
-—-___ 75, 2019 i
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SITE KEYNOTES: N
NS
(1) CONSTRUCT 2.0' CONCRETE SPILLING CURB AND GUTTER PER DETAIL SHEET ?g Qc‘) Q,$ ¥
(2) CONSTRUCT 2.0' CONCRETE CATCHING CURB AND GUTTER PER DETAIL SHEET O \@/
N33°15'00"E N
(3) CONSTRUCT CONCRETE SIDEWALK PER DETAIL SHEET sg‘ 59.22' JOSR &,
@)\{O
(4) CONSTRUCT CONCRETE HANDICAP RAMP PER DETAIL SHEET %
(5) HANDICAP PARKING STALL
INSTALL VAN-ACCESSIBLE HANDICAP PARKING SIGN PER DETAIL SHEET
INSTALL STANDARD HANDICAP PARKING SIGN PER DETAIL SHEET N33°15/00"E
(7) BLACK CONCRETE PAVEMENT PER DETAIL SHEET 40.78' @)

ASPHALT PAVEMENT PER DETAIL SHEET

@ PROPOSED POLE MOUNTED TRANSFORMER, PER ELECTRIC COMPANY SPECIFICATIONS,
(COORDINATE SIZE & LOCATION WITH UTILITY COMPANY)

CONSTRUCT DUMPSTER PAD, MINIMUM 6" CONCRETE WITH 4" ABC BASE, AND TRASH
ENCLOSURE WITH GATES, SEE ARCHITECTURAL SHEETS FOR DETAIL, MATERIALS TO
MATCH BUILDING

@ CONCRETE WHEEL STOP PER DETAIL SHEET

@ POLE MOUNTED AREA LIGHT, SEE LIGHTING PLAN

@ PAINT 4" WIDE STRIPE, WHITE

@ PAINT 4" WIDE STRIPE @ 45°, 2 FEET APART

@ PAINT TRAFFIC ARROWS PER DETAIL SHEET

SITE IDENTIFICATION SIGN

@ PAINT "DO NOT ENTER"

MATCH EXISTING CURB & GUTTER
N34°40'59"E

ASPHALT/CONCRETE TRANSITION PER DETAIL 85 98"

INSTALL STEEL PIPE BOLLARD PER DETAIL SHEET

@ MATCH EXISTING ASPHALT PAVEMENT

@ MATCH EXISTING CONCRETE SIDEWALK

@ PAINT CROSSWALK PER DETAIL SHEET

@ RETAINING WALL TO BE DESIGNED BY STRUCTURAL ENGINEER. 42" HIGH PEDESTRIAN
SAFETY RAIL TO BE INSTALLED ATOP WALL WHERE EVER WALL HEIGHT EXCEEDS 30
INCHES PER BUILDING CODE.

@ INSTALL "STOP" SIGN PER MUTCD STANDARDS

PAINT 24" STOP BAR PER MUTCD STANDARDS

@ CONSTRUCT ADA RAMPS WITH HANDRAILS. SEE DETAIL.

EXISTING SIGN TO REMAIN.

ADA TACTILE WARNING SURFACE

NCDOT DIRECTIONAL WHEELCHAIR RAMP. SEE DETAIL.

@ ALL CURB AND GUTTER INSIDE PUBLIC RIGHT-OF-WAY SHALL BE 30" WIDE AND COMPLY
WITH DOT AND CITY STANDARDS AND SPECIFICATIONS.

35.05'
(32) 6" CONCRETE HEADER CURB

(33 CONCRETE FLUME, SEE DETAIL

@ CONSTRUCT SIDEWALK INSIDE PUBLIC RIGHT-OF-WAY PER CITY STANDARDS AND
SPECIFICATIONS.

@ INSTALL CLEARANCE POST, MENU BOARD, SPEAKER POSTS, CANOPY AND PREVIEW
BOARD PER ARCHITECTS PLANS.

HANDRAIL PER POPEYES STANDARDS
(37) DELIVERY RAMP

RETAINING WALL TO BE DESIGNED BY STRUCTURAL ENGINEER. PEDESTRIAN GUARDRAIL
REQUIRED ATOP WALL WHERE WALL HEIGHT EXCEEDS 30 INCHES.

~
~N
N

FIRE HYDRANT
SITE TBM ON FLANGE ™\
BOLT UNDER SET SCREW
ELEV. = 263.33' ~
(NAVD 88) N

SITE LEGEND

———  SPILL CURB

HANDICAP RAMP

&\, HANDICAP STALL

|| concrere

PROPERTY LINE

—

SIGN

BOLLARD

EX. FIRE HYDRANT

——X——X— FENCE

®

F.F.E. = XXX.XX

POLE MOUNTED AREA LIGHT
PROPERTY CORNER

FINISH FLOOR ELEVATION

CURVE TABLE
CURVE | LENGTH | RADIUS TANGENT CHORD
C1 110.53' | 1924.18' 55.28' 110.52'

BEARING DELTA
N56°08'16"W 3°17'29"
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THE INFORMATION SHOWN HEREIN WAS TAKEN FROM A TOPOGRAPHIC SURVEY PREPARED
BY:

COMMERCIAL SITE DESIGN, PLLC

8312 CREEDMOOR ROAD

RALEIGH, NC 27613

TEL: (919) 848-6121; FAX: (919) 848-3741

THE LOCATIONS OF ALL UTILITIES SHOWN ON THESE PLANS ARE BASED ON THE AVAILABLE
INFORMATION. THE CONTRACTOR SHALL VERIFY THE EXACT LOCATION OF UTILITIES WITH
THE UTILITY OWNERS PRIOR TO COMMENCEMENT OF CONSTRUCTION.

ALL HANDICAP SITE FEATURES SHALL BE CONSTRUCTED TO MEET ALL FEDERAL, STATE AND
LOCAL CODES.

ANY DISCREPANCY IN THIS PLAN AND ACTUAL FIELD CONDITIONS SHALL BE REPORTED TO
THE OWNER PRIOR TO START OF CONSTRUCTION. GENERAL CONTRACTOR SHALL BE
RESPONSIBLE FOR VERIFICATION OF ALL SETBACKS, EASEMENTS, AND DIMENSIONS SHOWN
HEREON BEFORE BEGINNING CONSTRUCTION.

PRIOR TO STARTING CONSTRUCTION, THE GENERAL CONTRACTOR SHALL BE RESPONSIBLE
TO VERIFY THAT ALL REQUIRED PERMITS AND APPROVALS HAVE BEEN OBTAINED. NO
CONSTRUCTION OR FABRICATION OF ANY ITEM SHALL BEGIN UNTIL THE CONTRACTOR HAS
RECEIVED ALL PLANS AND ANY OTHER DOCUMENTATION FROM ALL OF THE PERMITTING AND
ANY OTHER REGULATORY AUTHORITIES. FAILURE OF THE CONTRACTOR TO FOLLOW THIS
PROCEDURE SHALL CAUSE THE CONTRACTOR TO ASSUME FULL RESPONSIBILITY FOR ANY
SUBSEQUENT MODIFICATION OF THE WORK MANDATED BY ANY REGULATORY AUTHORITY.
ALL CONSTRUCTION TO BE IN ACCORDANCE WITH PERMITS ISSUED AND APPLICABLE STATE,
COUNTY AND LOCAL CODES.

THE GENERAL CONTRACTOR SHALL CONTACT ALL OWNERS OF EASEMENTS, UTILITIES AND
RIGHT-OF-WAYS, PUBLIC OR PRIVATE, PRIOR TO WORKING IN THESE AREAS.

CONTRACTOR SHALL MAINTAIN THE SITE IN A MANNER SO THAT WORKMEN AND PUBLIC
SHALL BE PROTECTED FROM INJURY, AND ADJOINING PROPERTY PROTECTED FROM
DAMAGE.

ACCESS TO UTILITIES, FIRE HYDRANTS, STREET LIGHTING, ETC., SHALL REMAIN
UNDISTURBED, UNLESS COORDINATED WITH RESPECTIVE UTILITY.

CONTRACTOR IS RESPONSIBLE FOR DAMAGE TO ANY EXISTING ITEM AND/OR MATERIAL
INSIDE OR OUTSIDE CONTRACT LIMITS DUE TO CONSTRUCTION OPERATIONS.

ALL DIMENSIONS ARE TO THE FACE OF CURB, UNLESS OTHERWISE NOTED.
DO NOT SCALE THIS DRAWING AS IT IS A REPRODUCTION AND SUBJECT TO DISTORTION.

THE GENERAL CONTRACTOR SHALL REMOVE ALL TRASH AND DEBRIS FROM THE SITE UPON
COMPLETION OF THE PROJECT AND AT LEAST ONCE A WEEK DURING CONSTRUCTION.

THE GENERAL CONTRACTOR SHALL KEEP THE AREA OUTSIDE THE "CONSTRUCTION LIMITS"
BROOM CLEAN AT ALL TIMES.

GENERAL CONTRACTOR WILL ERECT AND ILLUMINATE A SITE IDENTIFICATION SIGN, PER
OWNER'S SPECIFICATION. COORDINATE LOCATION WITH OWNER'S REPRESENTATIVE

FINISH CURB AND WALK ELEVATIONS SHALL BE 6" ABOVE FINISH PAVEMENT GRADE UNLESS
NOTED DIFFERENT ON PLAN.

CONTRACTOR SHALL ENSURE THAT ADEQUATE SITE LIGHTING IS PROVIDED PER OWNER'S
SPECIFICATIONS.

ALL RADII DIMENSIONS ARE TO FACE OF CURB.

ALL UTILITIES TO SERVICE BUILDING SHALL BE UNDERGROUND ON SITE, UNLESS OTHERWISE
INDICATED.

ALL STREET SURFACES, DRIVEWAYS, CULVERTS, CURB AND GUTTERS, ROADSIDE DRAINAGE
DITCHES AND OTHER STRUCTURES THAT ARE DISTURBED OR DAMAGED IN ANY MANNER AS A
RESULT OF CONSTRUCTION SHALL BE REPLACED OR REPAIRED IN ACCORDANCE WITH THE
SPECIFICATIONS.

ALL DISTURBED AREAS SHALL HAVE TEMPORARY SEEDING AND MULCHING. ALL AREAS THAT
ARE PLANNED TO BE BARE FOR MORE THAN 45 DAYS SHALL BE SEEDED AND MULCHED
WITHIN SEVEN (7) DAYS.

THE CONTRACTOR SHALL VERIFY LOCATION AND ELEVATION OF ALL UNDERGROUND
UTILITIES. THE LOCATION OF ALL EXISTING UTILITIES ARE NOT NECESSARILY SHOWN ON THE
PLANS AND WHERE SHOWN ARE ONLY APPROXIMATE. THE CONTRACTOR SHALL ON HIS
INITIATIVE AND AT NO EXTRA COSTS HAVE LOCATED ALL UNDERGROUND LINES AND
STRUCTURES AS NECESSARY. NO CLAIMS FOR DAMAGES OR EXTRA COMPENSATION SHALL
ACCRUE TO THE CONTRACTOR FROM THE PRESENCE OF SUCH PIPE, OTHER OBSTRUCTIONS
OR FROM ANY DELAY DUE TO REMOVAL OR REARRANGEMENT OF THE SAME. THE
CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE TO UNDERGROUND STRUCTURES.
THE CONTRACTOR IS RESPONSIBLE FOR CONTACTING ALL NON-SUBSCRIBING UTILITIES. THE
CONTRACTOR(S) SHALL CONTACT NORTH CAROLINA 811 OR CALL 1-800-632-4949 FOR
ASSISTANCE IN LOCATING EXISTING UTILITIES. CALL AT LEAST 48 HOURS PRIOR TO ANY
DIGGING.

ALL LOT STRIPING AND DIRECTIONAL ARROWS TO BE WHITE REFLECTIVE MARKINGS AND
SHALL CONFORM TO LOCAL REGULATIONS.

COMPACTION AND MAINTENANCE OF PROPER MOISTURE CONTENT OF THE SOIL UNDER
BUILDINGS AND PAVED AREAS SHALL BE ACCOMPLISHED TO ACHIEVE 95% OF THE STANDARD
PROCTOR MAXIMUM DRY DENSITY OR AS RECOMMENDED IN THE SOIL REPORT.

THE CONTRACTOR SHALL MAINTAIN AN "AS-BUILT" SET OF DRAWINGS TO RECORD THE
EXACT LOCATION OF ALL PIPING PRIOR TO CONCEALMENT. DRAWINGS SHALL BE GIVEN TO
THE OWNER UPON COMPLETION OF THE PROJECT WITH A COPY OF THE TRANSMITTAL
LETTER TO THE ENGINEER.

BEFORE COMMENCEMENT OF WORK, THE CONTRACTOR SHALL REVIEW ALL PLANS AND
SPECIFICATIONS AND THE JOB SITE. THE CONTRACTOR SHALL NOTIFY THE OWNER AND THE
ENGINEER WHO PREPARED THE PLANS OF ANY DISCREPANCIES THAT MAY REQUIRE
MODIFICATIONS TO THESE PLANS OR OF ANY FIELD CONFLICTS.

ALL PERMITS RELATIVE TO THE PROJECT MUST BE OBTAINED, PRIOR TO CONSTRUCTION. ALL
CONSTRUCTION TO BE IN ACCORDANCE WITH PERMITS ISSUED AND APPLICABLE STATE,
COUNTY AND LOCAL CODES.

THE CONTRACTOR SHALL REFER TO THE ARCHITECTURAL DRAWINGS FOR ALL BUILDING
DIMENSIONS.

ALL PARKING LOT DIMENSIONS ARE TO FACE OF CURB UNLESS OTHERWISE NOTED.

CONTRACTOR SHALL COORDINATE EXACT SIZE OF HVAC CONCRETE PADS WITH MECHANICAL
CONTRACTOR. REFER TO MECHANICAL PLANS FOR DETAILS.

ALL SEEDING, TEMPORARY AND PERMANENT, TO BE INSTALLED TO LOCAL REGULATIONS AND
STANDARD PRACTICES.

ALL ROAD WORK SHALL BE PERFORMED IN ACCORDANCE WITH "THE CURRENT EDITION OF
THE STATE DEPARTMENT OF TRANSPORTATION CONSTRUCTION AND MATERIALS
SPECIFICATIONS".

ANY AND ALL QUANTITIES SHOWN OR IMPLIED ON THESE PLANS ARE FOR ESTIMATION
PURPOSES ONLY.

IT IS THE GENERAL CONTRACTOR'S RESPONSIBILITY TO COORDINATE WITH THE IRRIGATION
CONTRACTOR, FOR IRRIGATION SLEEVE SIZE FOR IRRIGATION SYSTEM.

CONTRACTOR AGREES THAT IN ACCORDANCE WITH GENERALLY ACCEPTED CONSTRUCTION
PRACTICES, CONTRACTOR WILL BE REQUIRED TO ASSUME SOLE AND COMPLETE
RESPONSIBILITY FOR JOB SITE CONDITIONS DURING THE COURSE OF CONSTRUCTION OF THE
PROJECT, INCLUDING SAFETY OF ALL PERSONS AND PROPERTY. THIS REQUIREMENT SHALL
BE MADE TO APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS.
CONTRACTOR FURTHER AGREES TO DEFEND, INDEMNIFY, AND HOLD THE OWNER AND
DESIGN PROFESSIONAL HARMLESS OF ANY AND ALL LIABILITY, REAL OR ALLEGED IN
CONNECTION WITH THE PERFORMANCE OF WORK ON THIS PROJECT, EXCEPTING LIABILITY
ARISING FROM THE SOLE NEGLIGENCE OF THE OWNER OR DESIGN PROFESSIONAL.

ALL HANDRAILS, SAFETY RAILS, RAILINGS, ETC. TO BE DESIGNED BY OTHERS. GENERAL
CONTRACTOR TO SUBMIT SHOP DRAWINGS TO OWNER PRIOR TO CONSTRUCTION.

BORENXES

(LOUTSIANA KITCEEN )

5555 GLENRIDGE CONNECTOR, NE
SUITE 300
ATLANTA, GA 30342
404-459-4450

THESE DRAWINGS ARE THE
PROPERTY OF
POPEYES / AFC ENTERPRISES, INC.

AND SHALL NOT BE USED OR
REPRODUCED WITHOUT THE
EXPRESS WRITTEN PERMISSION
FROM THE OWNER.

CLIENT:

WIL DOR, INC.

7408 SIEMENS RD.
WENDELL, NC 27571

SITE PLAN

3318 CAPITAL BOULEVARD
RALEIGH, NORTH CAROLINA

POPEYES

PROJECT:

DB 13103, PG 1109

GRAPHIC SCALE
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COMMERCIAL
SITE DESIGN

(919) 848-6121, FAX: (919) 848-3741
WWW.CSITEDESIGN.COM

8712 CREEDMOOR ROAD
RALEIGH, NORTH CAROLINA 27613

REVISIONS:

DATE COMMENTS
03-20-17 CITY COMMENTS
PROJECT NO. POP-1605
FILENAME: POP1605-SP
DRAWN BY: JWR
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SPECIFICATIONS

N DIVISION 9: FINISHES ATLANTA. OA 30346

404-459-4450
NOTE: W SECTION 9A: GYPSUM WALLBOARD THESE DRAWINGS ARE THE
LOCKNET DOOR

GENERAL PROVISIONS PROPERTY OF
ROUGH OPENING: 83-0"

FURNISH AND INSTALL GYPSUM BOARD SUSPENDED CEILING WITH HANGERS AND FROM THE OWNER.

ARCHITRAVE GROUP PC
46 1/2" x 86 1/4" T
4 ™
3111 278, . Jpop.

1. SCOPE: FURNISH AND INSTALL GYPSUM WALLBOARD AS A SUBSTRATE FOR OTHER FINISH AND SHALL NOT BE USED OR

REPRODUCED WITHOUT THE
36120 814 27'-8 1/4" 5~ N2 794 i

MATERIALS ON ALL INTERIOR WALLS AND THE INTERIOR PORTIONS OF EXTERIOR WALLS. EXPRESS WRITTEN PERMISSION
XX

30'-10" 3-9" SUPPORTS.

1. MATERIALS

21/2" 1'-11/2"

-]

7"6” 15"8"
R.O.

\ 1. MATERIAL NAMES ARE BASED ON A NATIONAL GYPSUM GOLD BOND STA-SMOOTH

‘/1\’ .a BEVEL EDGE SYSTEM. USE GOLD BOND OR EQUAL SYSTEM BY U.S. GYPSUM.
|
|
|

WALLS (EXCEPT WHERE NOTED): 1/2" STA-SMOOTH GYPSUM WALLBOARD

-11.1/2}

6!_0"

WALLS WHERE NOTED: 1/2" THICK TAPERED EDGE M/R (MOISTURE
RESISTANT) GYPSUM WALLBOARD
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B /—AP-7 DROPPED CEILING WHERE NOTED:  1/2" STA-SMOOTH GYPSUM WALLBOARD
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L o FIRE RATED WHERE NOTED OR 5/8 FIRE SHIELD (GYPSUM WALLBOARD)
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FASTENERS:

"o 4 /om g 1810 1/2"
8-9 1/2 3-8 L
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GWB-54 1-5/8" LONG ANNULAR RING SHANK NAILS MEETING THE REQUIREMENTS OF
D on ASTM C-380.

6-4 . 1-1/4" LONG TYPE-W DRYWALL SCREWS TO WOOD STUDS.

R.O. C. 1-1/4" LONG TYPE-S DRYWALL SCREWS TO INTERIOR METAL STUDS.

1-1/4" LONG TYPE-S12 CORROSION RESISTANT SCREWS FOR EXTERIOR GYPSUM

SHEATHING TO METAL STUDS.
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3-10"
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E. JOINT TREATMENT COMPOUND SHALL BE READY MIXED. JOINT TAPE SHALL BE
\AP-ll: CAR

ELECTRIC METER I I | || |
CABINET LOCATION

CROSS FIBERED, PERFORATED, FEATHER EDGED. CORNER BEADS SHALL BE
GALVANIZED STEEL ROLL-FORMED U-SHAPED CHANNELS.

8 1/2"
B

SIDING + P 1

19'-2 1/2" N 19'-2 1/2" A7

- / A39 I
CENTER POINT DINING PERFORMANCE

REFERENCE FOR 1. INSTALLATION n ' u
DINING ROOM W
A. CUTTING WALLBOARD: GYPSUM WALLBOARD SHALL BE CUT BY SCORING AND

SALES BREAKING, OR BY SAWING, WORKING FROM THE FACE SIDE. WHERE BOARD MEETS
PROJECTING SURFACES, IT SHALL BE SCRIBED NEATLY.

411"
]

F.  HANGERS AND SUPPORTS: 2X4 WOOD FRAMING. SUBSTITUTION: FOR STEEL TRUSS
BUILDINGS 1-1/2" CARRYING CHANNELS, 3/4" FURRING CHANNELS, 8 GAGE HANGER
WIRES, 16 GAGE TIE WIRES, AND 1" TYPE S SCREWS.
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R.O.
224"

—
27'-8"
38'-6"

20-10"

o | ] PREP AREA

38!_6"
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LADDER | L] 3-3" 16'-10 1/2" , 2-5" 5-31/2"

¢ LADDER
N

R.O.

COOLER WC-1 CAR
SIDING
>

ENCLOSURE
I I I I .
5

&
SERVICE

N

GAS METER
LOCATION

B. INSTALLING WALLBOARD: GYPSUM WALLBOARD SHALL BE APPLIED AT RIGHT
ANGLES TO FRAMING MEMBERS. BOARDS OF MAXIMUM PRACTICAL LENGTH SHALL
BE USED SO THAT AN ABSOLUTE MINIMUM NUMBER OF END JOINTS OCCUR.
WALLBOARD JOINTS AT OPENINGS SHALL BE LOCATED SO THAT NO END JOINT
SHALL ALIGN WITH EDGES OF OPENINGS. END JOINTS SHALL BE STAGGERED.

GREASE /CO2 |

=) (14]“\

21'-31/2"

19'-10 1/2"

15'-2 1/2"

C. FASTENING WALLBOARD: ATTACH WITH SCREWS OR NAILS SPACED
APPROXIMATELY 8" o.c.. THE NAILS SHALL BE DRIVEN HOME WITH THE HEAD
SLIGHTLY BELOW THE SURFACE OF THE BOARD IN A DIMPLE FORMED BY THE
DRIVING TOOL.

CHASE FOR u
CO2 LINE - e ~
SEE DETAIL 2/A1 -

| &  KITCHEN
FREEZER >

RAM P—/ ] J-5

R,

| e

1"

o
1 l_6ll

D. FASTENING EXTERIOR GYPSUM SHEATHING: ATTACH TO METAL STUDS WITH
SCREWS @ 12" o.c. WITH HEAD FLUSH WITH SURFACE.

11

15'_2"
(CENTER LINE OF LADDER)

\,
3'-10"

E. JOINTS FINISHING: JOINT COMPOUND, QUICK-TREAT, AND TOPPING COMPOUND
SHALL BE APPLIED IN ACCORDANCE WITH PRINTED INSTRUCTIONS CONTAINED IN
THE PACKAGE. A UNIFORMLY THIN LAYER OF JOINT COMPOUND SHALL BE APPLIED
OVER THE JOINT UNDER THE TAPE TO PROVIDE PROPER BOND. CEILING AND WALL

L ANGLES AND INSIDE CORNER ANGLES SHALL BE REINFORCED WITH THE TAPE

FACE OF

3-10"

8!_0!1 6 /2" 3!_4!1 L A20

6"6"

T—AP-10

I 2

[w
]

FOLDED TO CONFORM TO THE ANGLE AND EMBEDDED IN THE COMPOUND.

AFTER THE COMPOUND IS THOROUGHLY DRY, APPROXIMATELY TWENTY FOUR (24)
HOURS FOR REGULAR COMPOUND, 2-1/2 HOURS FOR QUICK TREAT, THE TAPE
SHALL BE COVERED WITH A COAT OF JOINT COMPOUND OR TOPPING COMPOUND u

2l_ol| L
I
I
-6 1/2"

- > / DRIVE-THRU

o
~
* XXXX 5 WINDOW
SPREAD OVER THE TAPE APPROXIMATELY 3" ON EACH SIDE OF TAPE, AND

SLIDES ) B = F STONE
WC-1 CAR Q L VENEER
Te]
\ o /7 SIDING ~ FEATHERED OUT AT THE EDGE. AFTER THOROUGHLY DRY, APPLY ANOTHER
CROWN OVER JOINTS. THIS COAT SHALL BE SMOOTH AND THE EDGES FEATHERED
L\ ¢ I I _ _ APPROXIMATELY 3" BEYOND THE PRECEDING COAT. ALLOW EACH APPLICATION OF

1

\ COMPOUND TO JOINTS AND NAIL HEADS TO DRY, THEN SAND IF NECESSARY. ALL
COUNTER

d
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34"
R.O

5'-0 1/2"

3!_0"
()
6 1/2"
2!_0"
R.O

¢

WALLBOARD AND TREATED AREAS SHALL BE SMOOTH (LEVEL 5) AND READY FOR

PAINTING.
CUT-OUT=

oD GENERAL CONSTRUCTION NOTES

GYPSUM BOARD / EXTERIOR SHEATHING NOTES:

6"@ CONC. BOLLARD a

PAINT SAFETY W

YELLOW

14'-10 3/4" 64" 14 16-2" /—\1'—1 1/2" 1. EXTERIOR SHEATHING SHALL BE 1/2" EXTERIOR PLYWOOD NAILED IN ACCORDANCE WITH THE STRUCTURAL NAILING
SCHEDULE. REFER TO SHEETS S-0.
R.O. Q R.O.
11 3/4"

5!_3"

RALEIGH, NORTH CAROLINA

LOUISIANA KITCHEN LK-PLUS DESIGN STANDARDS

60 SEATS / DUAL-LINE PRODUCTION

3318 CAPITAL BOULEVARD

/2]
LLI
>=
LUl
o
o
o

(@)

.L. OF DRIVE-THRU WINDOW

20'-1 3/4" 25'-11 1/4" 3.9" 2. 1/2" GYPSUM BOARD TO BE INSTALLED ON ALL INTERIOR WALLS WHERE PLYWOOD IS NOT REQUIRED. ALL JOINTS
ARE TO BE TAPED.

33-2"

3. GYPSUM BOARD SHALL BE TYPE "WMR" IN ALL AREAS TO RECEIVE WALL FRP PANELS.

83-0" 4. WALLS TO RECEIVE TILE BASE SHALL HAVE 1/2" USG "DUROCK" INSTALLED TO 18" AFF. KITCHEN AND RESTROOM
ONLY

INSULATION NOTES:

m FLOOR PLAN CO N ST R U CT I O N KEY 1. ALL EXTERIOR WALLS TO RECEIVE FIBERGLASS BATT INSULATION TO MATCH DEPTH OF WALL CAVITY.
w V4=t N OT ES KITCHEN WALL NOTES:

1. PROVIDE 1/2" MOISTURE RESISTANT GYP. BD. FROM 1'-6" AFF TO 9'-10" AFF IN ALL KITCHEN WALLS.
PROVIDE BLOCKING AS REQ'D FOR ACCESSORIES/SHELVING.

-

SPRAY INSULATING FOAM DIMENSIONS ARE SHOWN: ALL DOORS SHALL BE ABLE TO BE OPENED FROM THE EGRESS SIDE
AROUND OPENING. AFTER F RAM I N G SY M BO LS 1) EXTERIOR WALLS: FROM INTERIOR FACE OF GYPSUM BOARD TO THE WITHOUT THE USE OF A KEY, SPECIAL KNOWLEDGE OR EFFORT.
CO2 LINE IS INSTALLED EXTERIOR FACE OF PLYWOOD. MANUALLY OPERATED FLUSH BOLTS OR SURFACE BOLTS SHALL NOT

.
-
o

] 2. PROVIDE 1/2" CEMENT BOARD FROM FLOOR TO 6'-7" AFF IN INTERIOR TOILET ROOMS THAN 1/2" MOISTURE
2) INTERIOR WALLS: FROM THE FACE OF FINISH WALL TO THE FACE OF BE USED. RESISTANT GYP. BD. FROM 6-7" AFE TO 9-10" AFE

FINISH WALL, U.N.O.. .
" : PROVIDE BLOCKING AS REQ'D FOR ACCESSORIES.
2X4 FRAMING @ 16" O.C. PROVISIONS FOR EXIT DISCHARGE LIGHTING ARE SHOWN ON THE Q
$ 10-0 2X6 FRAMING @ 16" O.C. LIGHTING PLAN. " "
A.F.F. 2X8 FRAMING @ 16" O.C.
ALL GYPSUM BOARD BELOW FINISHED CEILING HEIGHT IS TO BE ) 2 VINYL WALL COVERING ON 1/2" GYPSUM BOARD.
02 LINE INSIDE PREPARED FOR PAINTING (LEVEL 5 FINISH) OR WALL COVERING AS ALL GLAZING WITHIN A 24" ARC OF DOORS WHOSE BOTTOM IS LESS
DOOR NUMBER. SEE INDICATED ON INTERIOR ELEVATIONS AND FINISH SCHEDULE. SEE GEN. THAN 60" ABOVE THE FLOOR AND ALL GLAZING IN DOORS SHALL BE

INSTALL 3-0" W X 8-0" H X 18 GA STAINLESS STEEL PANEL BEHIND DINING AREA NOTES:
OVENS. REFER TO INTERIOR KITCHEN ELEVATIONS AND EQUIPMENT REVISIONS:
SHEET A-17 FOR CONSTR. NOTES FOR DINING AREA SAFETY, TEMPERED, OR ACRYLIC PLASTIC SHEET.
DETAILS

PLYWOOD SHEATHING

H
—_
—_

EIFS FINISH SYSTEM

PLAN FOR EXACT LOCATION. PROVIDE STAINLESS STEEL ENCLOSURE AT WALK-IN FREEZER AND 1. PLASTIC LAMINATE TO ADHERE TO 1/2" PLYWOOD SUBSTRATE. PLYWOOD FROM FINISH FLOOR TO 2-10" AFF.
COOLER CORNERS. SEE DETAILS SHEET A13. 1 CITY COMMENTS 4/4/17

-
N

3" PVC CHASE

H
-
w

ALUMINUM FLASHING

AT ENCLOSURE TOP BLOCKING NOTES:

1. "xxxxxxx" INDICATES BLOCKING REQUIRED IN WALL FOR PLUMBING LINES AND RESTROOM ACCESSORIES. BLOCKING

PORTABLE FIRE EXTINGUISHER PER NFPA-10 INSTALLED BY OTHERS SHALL BE FIRE RETARDANT WHERE REQUIRED BY CODE.

ON SITE AND SUBJECT TO LOCAL JURISDICTION APPROVAL.

) ENCLOSURE BETWEEN THE
s TOP PANEL AND THE (6 ¥ DETAIL NUMBER GENERAL CONTRACTOR (G.C.) TO PROVIDE 2"X2"°XFULL HEIGHT HIGH . 2. CONTRACTOR TO VERIFY REQUIREMENTS WITH LOCAL BUILDING OFFICIALS PRIOR TO BIDDING. CONTRACTOR IS
GREASE TANK LID \A12 ~— SHEET NUMBER CORNER GUARDS ON ALL OUTSIDE CORNERS @ KITCHEN WALL, PROVIDE 1/2" PLYWOOD SHEATHING AT (3) PLYWOOD SHELVES AS RESPONSIBLE FOR OBTAINING MANUFACTURS' CUT SHEETS AND LOCATING BLOCKING AS REQUIRED. THIS INCLUDES
e PROVIDE COMPLETE WRAP ON END WALLS.- SEE DETAIL 2-A2. DIMENSIONED ON ELEVATION 4/A9. KITCHEN EQUIPMENT AND ITEMS FURNISHED AND INSTALLED BY OTHERS.
~$7 PLAN DETAIL
AF.F. HOOD WALL TO BE CONSTRUCTED WITH 3-5/8" 16 GAUGE (GA.) METAL

STUDS AT 16" 0.c. AND 1/2 DURAROCK ON BOTH SIDES OF WALL,
(1 DETAIL NUMBER

DIVIDER WALL- FURNISHED WITH SEATING PACKAGE

CHASE TO ENTER

—_
N

SPRAY INSULATING
FOAM AROUND
OPENING, AFTER CO2
LINE IS INSTALLED

HH

SOLID SURFACE SPLASH GUARD. FRAMING NOTES:

GUARDRAIL, SEE DETAIL 3/A2. 1. CONTRACTOR MAY SUBSTITUTE METAL STUDS FOR INTERIOR WALL, AND SOFFIT FRAMING. WHERE USED, METAL

(=] [=] [°]

- - - - -
© o] ~ (2] (&)}

J) G.C. TO INSTALL 18 GA. STAINLESS STEEL PANELS ON WALL. REFER TO FRAMIMING TO BE 25 GA. UNLESS NOTED OTHERWISE (U.N.O
$ Shil — 1) PLYWOOD SHEATHING \$2A—— SHEET NUMBER MECHANICAL HOOD DRAWINGS FOR PANEL SIZES. SEE P1 SHEET FOR SODA LINE CHASES. ' (UN-O.).
AFF. / 2. REFER TO FRAMING NOTES FOR WALL SECTIONS.
, SECTION DETAIL - ELECTRIC DRIVE-THRU WINDOW SHOWN. G.C TO PROVIDE JUNCTION WOOD HEADER ABOVE COUNTER STAINED TO MATCH CR-1 (SERVES
ARROW BOX UNDERNEATH THE WINDOW. VERIFY REQUIRED ROUGH-IN AND AS BOUNDARY FOR CEILING CHANGE BETWEEN KITCHEN AND DINING). 3. ALL INTERIOR WOOD FRAMING TO BE #2 SPRUCE, FIR OR WHITE PINE OR OF EQUAL GRADE. WHERE REQUIRED BY FLOOR PLAN
INDICATES ELECT. REQUIREMENTS W/MANUF. DRAWINGS ' ’ ,
DIRECTION OF : : : 20]  CERAMIC WALL TILE IF REQUIRED BY LOGAL CODE. COORDINATE WITH CODE, FRAMING SHALL BE #2 FIRE RETARDANT YELLOW PINE. CONTRACTOR TO VERIFY REQUIREMENTS WITH LOCAL
BACKWRAP VIEW - BUILDING OFFICIALS PRIOR TO BIDDING.
AND SEAL [3] HANDICAP ACCESS TO BUILDING IS DESIGNED ACCORDING TO CORPORATE.
S:T\fé"\l?lghi (C:E(I)VDEEN Eé(é- STfngTSLL\J(RA'EDLHEARTEgL'T-g'FIQEEL'EIL\‘&ASNADRE 4. ALL WOOD IN CONTACT WITH THE SLAB MUST BE PRESSURE TREATED. A 1
XXX DENOTES BLOCKING :
m CO2 CHASE DETAIL AS REQUIRED MADE THAT CONTRADICT WITH THE DRAWING, OR IF EXISTING FILED 5. ALL INTERIOR WALLS TO BE FRAMED TO UNDERSIDE OF TRUSS U.N.O..
NIRRT CONDITIONS MAKE THE DRAWINGS NOT APPLICABLE, THE ARCHITECT
U e MUST BE CONTACTED IMMEDIATELY. 6. ALL INTERIOR WALLS THAT ARE NOT SHEAR WALLS TO BE ANCHORED W/ 5/8" DIA. EXPANSION ANCHORS AT 6'-0" O.C.

SEE STRUCTURAL DWGS. FOR SHEAR WALL ANCHORS. DATE:  1/6/17
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SPECIFICATIONS:

DIVISION 7: THERMAL AND MOISTURE

PROTECTION
GENERAL SECTION 7C: SHEET METAL WORK
PROVISION

1. SCOPE: FURNISH AND INSTALL GRAVEL STOPS, FLASHING, PARAPET CAP,
DOWNSPOUTS, AND GUTTERS.

A. ROOFING MEMBRANE FLASHING IS INCLUDED IN SECTION
7B: MEMBRANE ROOFING.

MATERIALS
1. MATERIALS SHEET METAL: .032 ALUMINUM.

2. NAIL FASTENERS: 1 3/4" X 11 GAUGE GALVANIZED, STAINLESS STEEL, OR
ALUMINUM ROOFING NAILS MAY BE USED FOR FASTENERS INTO WOOD WHEN
CONCEALED ONLY.

3. WASHERS: NEOPRENE

4. SCREW FASTENERS: CORROSION-RESISTANT, SELF-TAPPING, HEX HEAD
SCREW, 1/4" MINIMUM DIAMETER WITH SUFFICIENT LENGTH TO PENETRATE 1"
MINIMUM INTO WOOD OR 1/2" MINIMUM INTO STEEL. PROVIDE NEOPRENE
SEALING WASHER FOR EXPOSED FASTENING.

PERFORMANCE

1.

INSTALLATION: EXPOSED FLASHINGS SHALL BE PAINTED TO MATCH

ADJACENT MATERIALS. VERIFY WITH POPEYES' REPRESENTATIVE.

SECTION 7D: STANDING SEAM
CANOPY

PART 1 - GENERAL

1.0 SUBMITTALS

A. SUBMIT FOR APPROVAL SAMPLES, SHOP DRAWINGS,
PRODUCT DATA.

QUALITY ASSURANCE

A. COMPLY WITH GOVERNING CODES AND REGULATIONS.
PROVIDE PRODUCTS OF ACCEPTABLE MANUFACTURERS
WHICH HAVE BEEN IN SATISFACTORY USE IN SIMILAR SERVICE
FOR THREE YEARS. USE EXPERIENCED INSTALLERS.
DELIVER, HANDLE, STORE MATERIALS IN ACCORDANCE WITH
MANUFACTURER'S INSTRUCTIONS.

WARRANTY

METAL ROOF SYSTEM MANUFACTURER, UPON FINAL
ACCEPTANCE FOR PROJECT, FURNISH A WARRANTY
COVERING BARE METAL AGAINST RUPTURE, STRUCTURAL
FAILURE AND PERFORATION DUE TO NORMAL ATMOSPHERIC
CORROSION EXPOSURE FOR A PERIOD OF 20 YEARS.

PART 2 - PRODUCTS (UC-4 SERIES, AS MANUFACTURED AND SPECIFIED BY
UNA-CLAD., METAL ROOF SYSTEMS.)

2.0 MATERIALS

A. METAL ROOF SYSTEM PROFILE:

1. UC-4"NO CLIP", 1 1/2" HIGH BATTENS x 12" RIB TO RIB.
(SMALL BATTEN-SB)

2. CONCEALED FASTENER

B. GAUGE:
1. .026 GAUGE - STEEL

C. TEXTURE:
1. SMOOTH.

D. FINISH:
1. PREMIUM FLUOROCARBON COATING PRODUCED WITH
KYNAR 500 OR HYLAR 5000 RESIN (20 YEAR WARRANTY.)

E. MANUFACTURER:
1. UNA-CLAD OR EQUAL.

PART 3 - EXECUTION

3.0 INSTALLATION
A. COMPLY WITH SMACNA SHEET METAL MANUAL
RECOMMENDATIONS. COMPLY WITH ACCESSORY
MANUFACTURERS' INSTRUCTIONS AND RECOMMENDATIONS.
COORDINATE INSTALLATION WITH ROOFING SYSTEM TO
ENSURE WEATHERTIGHT PERFORMANCE.
B. ANCHOR SECURELY TO STRUCTURE TO WITHSTAND
INWARD AND OUTWARD LOADS.
C. ISOLATE DISSIMILAR METALS TO PREVENT GALVANIC
CORROSION.

DIVISION 9: FINISHES

SECTION 9G: EIFS

PART 1 GENERAL

1.01 DESCRIPTION

A. DESIGN REQUIREMENTS: THE STRUCTURAL WALL SYSTEM

TO WHICH THE EIFS IS ATTACHED SHALL MEET L/240 MAXIMUM
ALLOWABLE DEFLECTION CRITERIA AND APPLICABLE BUILDING
CODE REQUIREMENTS.

1.02 SUBMITTALS

A. SUBMIT SAMPLES FOR APPROVAL AS DIRECTED BY
OWNER.

1.03 DELIVERY, STORAGE AND
HANDLING

A. ALL EIFS MATERIALS SHALL BE DELIVERED IN THEIR
ORIGINAL SEALED CONTAINERS BEARING MANUFACTURER'S
NAME AND IDENTIFICATION OF PRODUCT WITH WRITTEN
APPLICATION INSTRUCTIONS AND APPROPRIATE HEALTH,
HAZARD, AND SAFETY DATA.

B. ALL EIFS READY-MIXED MATERIALS SHALL BE PROTECTED
FROM EXTREME HEAT, SUN AND FROST. FACTORY
PROPORTIONED BAGGED MATERIALS SHALL BE STORED OFF
THE GROUND AND PROTECTED FROM MOISTURE.

1.04 JOB CONDITIONS

A. ALL EIFS MATERIALS SHALL NEVER BE APPLIED IF AMBIENT
AND SURFACE TEMPERATURES CANNOT BE KEPT ABOVE 40° F
DURING APPLICATION AND DRYING PERIOD. FOR
INSTALLATION IN TEMPERATURES LESS THAN 40° F
SUPPLEMENTARY HEAT SHALL BE PROVIDED. THE INSTALLED
EIFS MATERIALS SHALL BE PROTECTED FROM EXPOSURE TO
RAIN AND FREEZING UNTIL DRY.

1.11 WARRANTY

A. PROVIDE MANUFACTURERE'S STANDARD LABOR AND
MATERIAL WARRANTY.

PART 2 PRODUCTS

2.01 MANUFACTURERS

A. STO CORP.

B. DRYVIT SYSTEMS, INC.
2.02 ADHESIVES

A. DISPERSION ADHESIVE - NONCEMENTITIOUS, ACRYLIC
BASED ADHESIVE.
2.03 INSULATION BOARD

A. NOMINAL 1.0 Ib/cubic feet (16 kg/cubic meter) EXPANDED
POLYSTYRENE (EPS) INSULATION BOARD IN COMPLIANCE WITH
ASTM C 578 TYPE | REQUIREMENTS, AND EIMA GUIDELINE
SPECIFICATION FOR EXPANDED POLYSTYRENE (EPS)
INSULATION BOARD.

2.04 BASECOAT

A. ONE-COMPONENT POLYMER MODIFIED CEMENTITIOUS
BASE COAT WITH FIBER REINFORCEMENT AND LESS THAN 33%
PORTLAND CEMENT CONTENT BY WEIGHT.

2.05 REINFORCING MESHES

A. STANDARD MESH

1. STO MESH - NOMINAL 4.5 oz/sq.yd. (163 g/sq.meter),
SYMMETRICAL, INTERLACED OPEN-WEAVE GLASS FIBER
FABRIC MADE WITH MINIMUM 25 PERCENT BY WEIGHT
ALKALINE RESISTANT COATING FOR COMPATIBILITY WITH STO

MATERIALS.
B. HIGH IMPACT MESH

1. STO INTERMEDIATE MESH (MESH C) - NOMINAL 11.0
0z/sg.yd. HIGH IMPACT, INTERWOVEN, OPEN WEAVE GLASS
FIBER FABRIC WITH ALKALINE RESISTANT COATING FOR
COMPATIBILITY WITH STO MATERIALS.

2.06 PRIMER

A. STO PRIMER
ACRYLIC BASED PRIMER (FOR STO ACRYLIC BASED
FINISHES)

2.07 FINISH COAT

A. STO ACRYLIC BASED TEXTURED WALL COATING. SEE
E.ILF.S. FORMULAS FOR FINISH COLOR.

2.08 JOB MIXED INGREDIENTS
A. PORTLAND CEMENT: ASTM C 150, TYPE I.
B. WATER: CLEAN AND POTABLE.

PART 3 EXECUTION

A. UNDER NO CIRCUMSTANCES SHALL ANY OF THE PRODUCTS BE
ALTERED BY ADDING ANY ADDITIVES, EXCEPT FOR SMALL AMOUNTS
OF CLEAN WATER AS DIRECTED ON LABEL. ANTIFREEZE,
ACCELERATORS, RAPID BINDERS, ETC., ARE FORBIDDEN.

B. THE SURFACE TO RECEIVE THE EIFS SHALL BE STRUCTURALLY
SOUND, CLEAN, DRY AND FREE OF WARPAGE, RESIDUAL MOISTURE
OR DAMAGE FROM MOISTURE. SURFACES SHALL BE UNIFORM, WITH
NO IRREGULARITIES GREATER THAN 1/8" in 4'-0". SURFACES SHALL BE
INSPECTED FOR COMPLIANCE WITH THE FOLLOWING REQUIREMENTS
PRIOR TO INSTALLATION OF THE EIFS:

1. PLYWOOD SHEATHING SHALL MEET A.P.A. (AMERICAN
PLYWOOD ASSOCIATION) REQUIREMENTS FOR EXTERIOR OR
EXPOSURE 1 CLASSIFICATION. APA DESIGN AND
CONSTRUCTION GUIDELINES SHALL BE FOLLOWED FOR
STORAGE, HANDLING AND INSTALLATION. MANUFACTURER'S
PUBLISHED RECOMMENDATIONS SHALL BE FOLLOWED FOR
SHALL BE FOLLOWED FOR STORAGE, HANDLING, STORAGE,
HANDLING, INSTALLATION AND PROTECTION. ANY SHEATHING
NOT IN COMPLIANCE SHALL BE REPLACED TO CONFORM WITH
SPECIFICATION REQUIREMENTS PRIOR TO INSTALLATION OF
THE EIFS.

2. CONCRETE, MASONRY OR PLASTER SURFACES SHALL BE
PROPERLY CURED AND FREE OF DIRT, DUST, OIL, GREASE,
MILDEW, FUNGUS, LATENCY, PAINT, EFFLORESCENCE AND
ANY OTHER CONTAMINANT. ANY SURFACES NOT IN
COMPLIANCE SHALL BE CORRECTED PER MANUFACT.
RECOMMENDATIONS PRIOR TO INSTALLATION OF THE EIFS.

C. AFTER SATISFACTORY INSPECTION OF SURFACES AND
CORRECTION OF ANY DEVIATIONS FROM SPECIFICATION
REQUIREMENTS, THE EIFS INSTALLATION MAY BEGIN PER
MANUFACTURER'S INSTRUCTIONS.

D. THE STARTER STRIP OF MESH SHALL BE WIDE ENOUGH TO
ADHERE 4" OF MESH ONTO THE WALL, BE ABLE TO WRAP AROUND THE
BOARD EDGE AND COVER APPROXIMATELY 4" ON THE OUTSIDE
SURFACE OF THE BOARD. THIS "BACKWRAP" PROCEDURE SHALL BE
FOLLOWED AT ALL EXPOSED BOARD EDGES IN ACCORDANCE WITH
DETAILS (EXAMPLE-WINDOW AND DOOR HEADS AND JAMBS).

ALL AREAS WHERE THE EIFS MEETS DISSIMILAR MATERIAL OR
TERMINATES (FOR EXAMPLE, WINDOW AND DOOR FRAMES) SHALL
HAVE THE INSULATION BOARD CUT BACK FROM THE ADJOINING
MATERIAL A MINIMUM OF 1/4" TO FORM AN ISOLATION JOINT.

E. APPLY THE ADHESIVE TO THE BACK OF THE INSULATION BOARD.
STAGGER VERTICAL JOINTS AND INTERLOCK BOARDS AT ALL INSIDE
AND OUTSIDE CORNERS. APPLY FIRM PRESSURE OVER ENTIRE
SURFACE OF THE BOARDS TO INSURE UNIFORM CONTACT. BOARDS
SHALL BRIDGE SHEATHING JOINTS BY A MINIMUM OF 8". ALL BOARD
JOINTS SHALL BE BUTTED TIGHTLY TOGETHER TO ELIMINATE ANY
THERMAL BREAKS IN THE EIFS. CARE MUST BE TAKEN TO PREVENT
ANY ADHESIVE FROM GETTING BETWEEN THE JOINTS OF THE
BOARDS. ALL OPEN JOINTS IN THE INSULATION BOARD LAYER SHALL
BE FILLED WITH SLIVERS OF INSULATION OR AN APPROVED SPRAY
FOAM.

F. NAILS, SCREWS, OR ANY OTHER TYPE OF NONTHERMAL
MECHANICAL FASTENER SHALL NOT BE USED.

G. EXPANSION JOINTS ARE REQUIRED IN THE EIFS WHERE THEY
EXIST IN THE SUBSTRATE, WHERE THE EIFS ADJOINS DISSIMILAR
CONSTRUCTION, AND AT FLOOR LINES IN MULTILEVEL WOOD FRAME
CONSTRUCTION. THE EIFS SHALL TERMINATE AT THE EXPANSION
JOINT TO PROVIDE APPROPRIATE JOINT SIZE (SEE DETAILS) AND ALL
BOARD EDGES SHALL BE COATED WITH APPROPRIATE GROUND COAT
AND MESH IN ACCORDANCE WITH STANDARD "BACKWRAPPING"
PROCEDURE. APPROPRIATE SEALANT/PRIMER AND BACKER SHALL BE
INSTALLED AFTER GROUND COAT IS FULLY DRY TO PREVENT ANY
WATER FORM GETTING INTO OR BEHIND THE SYSTEM.

H. USE OF PLASTIC OR METAL CORNER BEADS, STOPBEADS, ETC., IS
FORBIDDEN.

. APPLY APPROPRIATE GROUND COAT OVER THE INSULATION BOARD
WITH PROPER SPRAY EQUIPMENT OR A STAINLESS STEEL TROWEL TO
A UNIFORM THICKNESS OF APPROXIMATELY 1/16". WORK
HORIZONTALLY OR VERTICALLY IN STRIPS OF 40", AND IMMEDIATELY
EMBED STANDARD REINFORCING MESH INTO THE WET GROUND COAT.
THE MESH SHALL BE DOUBLE WRAPPED AT ALL CORNERS AND
OVERLAPPED NOT LESS THAN 2-1/2" AT MESH JOINTS.AVOID
WRINKLES IN THE MESH. THE FINISH THICKNESS OF THE GROUND
COAT SHALL BE SUCH THAT THE MESH IS FULLY EMBEDDED. ALLOW
GROUND COAT TO THOROUGHLY DRY BEFORE APPLYING PRIMER OR
FINISH.

J. DUPLICATE INSTALLATION PROCESS NOTED IN 3.01 M USING
STANDARD MESH CREATING SECOND MESH LAYER AND ADDITIONAL
IMPACT RESISTANCE. ALLOW TO DRY BEFORE APPLICATION OF
EITHER STO PRIMER (OPTIONAL) OR STO FINISH.

K. IF APRIMER IS USED, APPLY WITH BRUSH, ROLLER OR PROPER
SPRAY EQUIPMENT OVER CLEAN, DRY GROUND COAT AND ALLOW TO
DRY THOROUGHLY BEFORE APPLYING FINISH. P. APPLY FINISH
DIRECTLY OVER THE GROUND COAT (OR PRIMED GROUND COAT)
ONLY AFTER THE GROUND COAT/PRIMER HAS THOROUGHLY DRIED.
THE FINISH SHALL BE APPLIED BY SPRAYING, ROLLING OR TROWELING
WITH A STAINLESS STEEL TROWEL, DEPENDING ON FINISH SPECIFIED.
GENERAL RULES FOR APPLICATION OF FINISHES ARE AS FOLLOWS:

1. USE A CLEAN, RUST-FREE, HIGH-SPEED MIXER TO
THOROUGHLY STIR THE FINISH TO A UNIFORM CONSISTENCY
(SMALL AMOUNTS OF CLEAN WATER MAY BE ADDED TO AID

WORKABILITY).
2. AVOID APPLICATION IN DIRECT SUNLIGHT.

3. APPLY FINISH IN A CONTINUOUS APPLICATION, ALWAYS
WORKING TO A WET EDGE.

4. WEATHER CONDITIONS AFFECT APPLICATION AND DRYING
TIME. HOT OR DRY CONDITIONS LIMIT WORKING TIME AND
ACCELERATE DRYING AND MAY REQUIRE ADJUSTMENTS IN
THE SCHEDULING OF WORK TO ACHIEVE DESIRED RESULTS;
COOL OR DAMP CONDITIONS EXTEND WORKING TIME AND
RETARD DRYING AND MAY REQUIRE ADDED MEASURES OF
PROTECTION AGAINST WIND, DUST, DIRT, RAIN AND FREEZING.

5. AESTHETIC "U"-GROOVES MAY BE DESIGNED INTO THE
SYSTEM. (A MINIMUM OF 3/4" INSULATION BOARD MUST BE
LEFT AFTER ANY GROOVES ARE CUT).

6. "R" (RILLED TEXTURE) FINISHES MUST BE FLOATED WITH A
PLASTIC TROWEL TO ACHIEVE THEIR RILLED TEXTURE.

7. AVOID INSTALLING SEPARATE BATCHES OF FINISH
SIDE-BY-SIDE.

8. APPLY FINISH COLOR TO EIFS MIX AND APPLY TO WALL.
COLOR TO MATCH EXTERIOR FINISH SCHEDULE COLORS.

L. STO EXTERIOR INSULATION AND FINISH TEXTURE SYSTEM: APPLY
HIGH IMPACT SYSTEM ADJACENT TO DOORS FOR ADDITIONAL IMPACT
RESISTANCE, USING STO INTERMEDIATE MESH. USE THE STANDARD
SYSTEM SPECIFICATIONS AT ALL OTHER LOCATIONS.
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GRADE @_/ LELEC. C.T. CABINET, |gmm \.j/ / GReaSE & co2 |mmm -3 x5 poWnspour GRADE  DRAIN VALVE AT —
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BUILD|NG ARTICLATION L 3" x 5" DOWNSPOUT | THEREQD.LOCATION VENDOR DRAIN, PAINT EP-3 SELF-DRAINING PIPE [ 3A .
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- DRAIN, PAINT EP-3 - BUILDING ARTICLATION ] COLLERTION UNIT.
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/> \REAR ELEVATION
\8 J =0 POPEYES LOUISIANA KITCHEN EXTERIOR FINISH SCHEDULE
NEW CONSTRUCTION AND REIMAGING UPDATE: |11/24/2014
Mark Location Supplier / Manuf. Material Specification Color Finish / Notes
MAIN WALL SURFACE
EXTERIOR FINISH NOTES EP-1  |ABOVE WAINSCOT ACCENT PAINT OR EIFS FORMULA  |#2158-30 DELIGHTFUL GOLDEN |185 Low Lustre
TRIM
E.L.F.S. WALL TEXTURE FINISH STO COLORS CROWN /WALL SURFACE
— Toxture A10.00% - DELIGHTEUL GOLDEN EP-2 |ACCENT /WAINSCOT BENJAMIN MOORE PAINT OR EIFS FORMULA  [#2086-10 EXOTIC RED 185 Low Lustre
STO STO ESSENCE SWIRL NA10-0037 - MOCHA BROWN ACCENT TRIM
for GOLDEN, BROWN COLOR NAL0-0038 - EXOTIC RED WA|NSCOT BELOW
STO E)TORLEI-I; 1C3Cc))LDC,)E|NE SAND EP-3 ACCENT TRIM@REAR BLDG EIFS / METAL / PAINT #2107-20 MOCHA BROWN 185 Low Lustre
DRYVIT QUARTZ PUTZ A
2;'3}3):5)0 VINYL SHUTTERS L2 - VINYL UNFINISHED 030 - PAINTABLE
FINISH NOTES DRYVIT COLORS SHUTTERCONTRACTOR.COM 25 1/2"x119" VINYL
Ol OWNG COMPONENTS CAN BE e EP-4 |SHUTTERS SHUTTERS (Buikling) L7S - VINYL UNFINISHED 030 - PAINTABLE
PURCHASED FROM THE APPROVED SIGN
VENDORS: pOPmTAnems POTE R BENJAMIN MOORE PAINT #2040-10 RAINFOREST FOLIAGE |170 Semi Gloss
* | STANDING SEAM ROOF POPE031020S - MOCHA BROWN
T oI WINDOW CANGRY RAILING EP-5 | THRU WINDOW RAILING VENDOR / TIGER DRYLAC  |METAL / POWDER COAT  |RAL 6009 HUNTER GREEN SMOOTH
* | CLEARANCE BAR EP-5 CANOPY AND RAILINGS RAILING VENDOR / METAL / PAINT #2040-10 RAINFOREST FOLIAGE [P-29 DTM Semi Gloss
T MENU CANOPY (ALT) BENJAMIN MOORE
T GUARD RAL EP-6 |STORE FRONT GLAZING YKK AP ANODIZED ALUMINUM #YB5N DARK BRONZE 21-28 DAYS
« | AWNINGS I,EAE:I'ES STORE FRONT GLAZING READY MIX BRONZETONE P-29 DTM Semi Gloss
* | SHUTTERS ALT) METAL / PAINT
EP-7 |DUMPSTER WALLS / GATES |BENJAMIN MOORE #2107-20 MOCHA BROWN 185 Low Lustre
SAFETY & ZONE
EP-8 |BOLLARDS METAL / ASPHALT / PAINT ACRYLIC MARKING RM SAFETY YELLOW [P58-10
VERSETTA; SIMULATED
SW-1 STONE WAINSCOT BORAL STONE STONE VENEER LEDGESTONE PLUMB CREEK NON-OVERLAPPING
SG-1 QUIKRETE VENEER STONE MORTAR [POLYMER MODIFIED [MOCHA BROWN 1137-85
G-1 AWNING GRATE (OPT)) AWNING SUPPLIER METAL / POWDER COAT RAL 6009 HUNTER GREEN SMOOTH
12" OC / GUAGE PER LOCAL
C-1 STANDING SEAM CANOPY |COPPER SALES, INC. UNA-CLAD UC-4 ALUMINUM REGAL RED CODE REQUIREMENTS

OPENAES

400 PERIMETER CENTER TERRACE
SUITE 1000
ATLANTA, GA 30346
404-459-4450
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MOLDED
COVER RAI

1"x1" STEEL
TUBE POST:

2"x2" STEEL

TUBE POST
1/2"x1/2" \\

PICKETS

1")(1'- STEEL\
TUBE POST\

CORE DRIL

W/ SOCKETS AND

CAPS

3|_0||

L

8 SPACES @ 1'-0"

2

LH

LED POST

P

3-0 1/4"

3'-6 3/4"
3'-7 3/4"

4||

-y

/s \ GUARD RAIL DETAIL

w 1/4"=1-0"

61_0"

NOTE:

INCLUDE IN METAL PACKAGE
AND INSTALLED BY G.C.

0

2!_4"

VA

DOOR

ELEVATION

7|_0l|

S-36 SEAL BUILDING

COLOR TO MATCH EP

-2 (RED)

3!_5"

DRAWINGS. COLOR TO BE DARK BRONZE -
REVISE FRAMING PLAN FOR BP-7241E WINDOW.

WINDOW (DIT)

BALCONY/RAILNG

215.5 SQ. FT.

TREATMENT

1 1/2" DIA. GALVANIZED GUIDE RAIL - 42" ¢ RTU SCREEN
ROOF SCREEN
RTU SCREEN EXHAUST MIN ABOVE ROOF - VERTICAL POSTS @ 48" O(EF a RTU  oOF OF RTU 58 %T?(Csc APES o S-36 SEAL BUILDING
RTU EAN O.C. MIN. (PAINT TO MATCH COPING) SEE ! \8 / SHUTTER SHUTTER 3-0 SIGN
ROOF TP 3 COLOR TO MATCH EP-2 (RED)
0. PARAPET \ [~ RTU$CREEN ! T.0. PARAPET
Y o N R SR V2R &> ¢ s i L R e 2.4 N e e &P = = 19-4" AFF
TNETTVE = \ ' EP-D LINE Ao LY
T.0. PARAPET SCOREPLINE (TYP)— | ¢/ = / I T ' —_ | .4 ! ( 50" 6-6 1/2" AT
17'-8" AFF. = i - S . ;
| | \ T.0. PARAPET
———1 - 168" AFF
SCUPPER & DOWNSPOUT R e 1™ —suiLbiNG siGN
- SEE ROOF PLAN\ SHUTFER— - —ISHOTTER—
LADDER, PAINT MOCHA BROWN ) EEEQBMET EEEASTQMETTZ =
TO MATCH STORE FRONT—~ » e e e =
GREASE REMOVAL PIPE \ u Set
INSULATE EXPOSED PIPE £ D AN K ;
741SQ.FT.|1 i A B.O. AWNING
GREASE & CO2 o 7 7 7 Y=
ENCLOSURE BY VENDOR / 9
/ Z
. y - . &
;5//62 )2 ACH W 6-4" 16-2" “J-ACCENT BAND Z
e WINDOW WINDOW r
3"y 5 DOWNSPOUT / » TRANSPARENCY - TRANSPARENCY EP-6) 5
DRAIN, PAINT EP-3 [ L2 , LY
= Eaam N —(:::)
FINISHED FIJOOR - 6 N} : = FINISHED FLOQR
0-0" AFF. a A10 > L ) N 0-0" AFF.
[261.50] 2 1 5 IT T T I 5 7T T S IT T 5 7T T [261.50]
I A i " / | \ < »
GRADE ; GRADE
[261.49] @ BLACK MASTIC SEALANT -— mm 60 STEEL BOLLARD @—/ — EP-D N EPB 7 /3 @—/ [261.00]
CONT. TYP. AT ENTIRE cc TOP @ 4-6" AF.F. | S
A ACCEN SEE DET. A/SD3, PAINT | - \*6_/INCLUDE IN METAL PACKAGE
PERIMETER OF BUILDING BAND SAFETY YELLOW (EP-9) | AND INSTALLED BY G.G.
e PASE 12T 12 e BUILDING ARTICLAT|ON BUILDING ARTICLATION BUILDING ARTICLATION
33-2" 30" RETURN | 27-51/2" N 5.01/2" RETURN 18-7 1/2" 3-10" RETURN — 3-9"
: 83|_0||
I
T [ 6'-0" _||_ LEFT SIDE WALL SQUARE FOOTAGE WINDOW SMALL SHUTTER TOTAL WINDOW
— | P T S S S (CAPITAL BLVD) TRANSPARENCY TREATMENT TRANSPARENCY
m LEFT SIDE ELEVATION 41/2" | 2-10 NOTE: —: LENGTH x HEIGHT 98.2 SQ. FT. 3X11.6 =34.8 SQ. FT. 150.6 SQ. FT.
A6 n_q1_An : O O =
\\/ 1/4"=1'-0 (FACING CAPITAL BOULEVARD) ROOF SCREEN § | USE QUIKSERV BP-7241E DRIVE THRU WINDOW | 836‘))( >2<0{)/2 0 19993658Qi:'II:'TM|N WINDOW '}';FéiEMS'E*,\LIJTT TER TOTAL SPECIAL
BY CITY SCAPES | AT 120 M.P.H. OR HIGHER WIND ZONES. CHECK 6=199.2 SQ. FT. MIN. TRANSPARENCY E TREATMENT
ENVISOR VERTICAL 35 | DIMENSIONS WITH MANUFACTURER'S : TRANSPARENCY REQUIRED 37.2 S0. FT. 2X53.3=106.6 SQ. FT. | (LTTERS & BALCONY)
| |
|

SIGN

RTU SCREEN

TRANSPARENCY

1X741=74.1SQ.FT.

TOTAL WINDOW

BUILDING SIGN

B.O. AWNING

9-4" AFF

<

FINISHED FLOOR

N\
)

&3

NOTE:

CONTRACTOR TO FIELD
VERIFY DIMENSIONS.

/s \STOREFRONT DETAIL

w 1/4"=1"-0"

SPECIFICATIONS

SECTION 8A: ALUMINUM ENTRANCE, STOREFRONT
GENERAL PROVISIONS

SCOPE:

FURNISH AND INSTALL THE ALUMINUM ENTRANCE AND

STOREFRONT SYSTEMS PER NATIONAL ACCOUNTS AND APPLICABLE

DRAWINGS.
MATERIALS

1. ALUMINUM STOREFRONT AND ENTRANCE FRAMES: REFER TO
CONSTRUCTION DRAWINGS AND SPECIFICATIONS.
2. ALUMINUM ENTRANCE DOORS: REFER TO CONSTRUCTION DRAWINGS AND
SPECIFICATIONS.

3. PANIC HARDWARE:WHEN PANIC HARDWARE IS REQUIRED ON EXTERIOR

DOORS.

THE PANIC DEVICE IS ON EXTERIOR ENTRY DOORS WHEN SPECIFIED IN
HARDWARE SCHEDULE.

4. DRIVE-THRU SERVICE WINDOW: THE DRIVE-THRU SERVICE WINDOW WILL BE
SUPPLIED & INSTALLED BY G.C. VERIFY EXACT TYPE OF WINDOW WITH PLANS.
BRONZE FINISH.

WINDOW TO BE:
A. BASE BID - 'QUICK SERV' M.C.E. WINDOW FLUSH MOUNT.
B. OPTION (VERIFY WITH OWNER) - READY ACCESS

5. MISCELLANEOUS FLASHING/TRIM: ALUMINUM HEAD, SILL, COLUMN AND
WALL TRIM. SEE EXTERIOR ELEVATIONS FOR FINISH.

PERFORMANCE
1. INSTALLATION: INSTALL IN ACCORDANCE WITH MANUFACTURER'S
INSTRUCTION. PLACE IN CORRECT LOCATION AS SHOWN IN THE DETAILS.
LEVEL, SQUARE, AND PLUMB AT PROPER ELEVATIONS AND IN ALIGNMENT
WITH OTHER WORK. MAINTAIN SPACE IN HEAD POCKET FOR 1/4" HEAD
INSURE FRAMING PROFILES MEET INSTALLATION
REQUIREMENTS OF GLAZING UNITS TO MAINTAIN WARRANTY. SEE SECTION

DEFLECTION.

8-D: GLAZING.

%

/— 3" x 5" DOWNSPOUT

‘*ROOF ________________ 15.2 SQ. FT. TRANSPARENCY/SPECIAL
‘@ 20 N Al A S 25 N || N Bty sttt ROOF TREATMENT
T.0. PARAPET ~) | Er e L 366.1 SQ. FT
19'-4" AFF ' T 42 1 <~ ! &> . €227 N Tl BT Xy T eSO ————— 4 —— T ' —
= ) " _|
AN 6-4 1/2 SPEAKER T.0. PARAPET $
Atk ! ' 17'-8" AFF.
T.0. PARAPET i
¢ 16'-8" AFF . N 1 1/2" DIA. GALVANIZED GUIDE RAIL

- 42" MIN ABOVE ROOF - VERTICAL
POSTS @ 48" O.C. MIN. (PAINT TO
MATCH COPING) SEE ROOF PLAN
FOR LOCATION

SCUPPER &
DOWNSPOUT PAINT
MOCHA BROWN
-SEE ROOF PLAN

LADDER, PAINT
MOCHA BROWN
TO MATCH STORE FRONT

GREASE & CO2
ENCLOSURE BY VENDOR

TIED INTO STORM
DRAIN, PAINT EP-3

FINISHED FLOOR

0'-0" AFF. d  0-0" AFF.
[261.50] [261.50]
[ / r — —]
GRADE @_/ @_/ [ GRADE
- - - -
[261.00] BLACK MASTIC SEALANT _/ [261.49]
CONT. TYP. AT ENTIRE
BUILDING ARTICLATION I;EFSQIIEMETER OF BUILDING 19" 130" 1g" EQ 130" 130" £Q
BUICDING ARTICLATION
39" [N 3-10"RETURN 30-10" TAT RETURN ' 166" 6-0" RETURN 311"
83!_0"
/> \RIGHT SIDE ELEVATION
Qy 1/4"=1"-0" POPEYES LOUISIANA KITCHEN EXTERIOR FINISH SCHEDULE
Mark Location Supplier / Manuf. Material Specification Color Finish / Notes Fl N Dl NGS
jeidopviiniing DELIGHTFUL THE PLANNING AND DEVELOPMENT
EP-1 |ABOVE WAINSCOT PAINT OR EIFS FORMULA |#2158-30 GOLDEN 185 Low Lustre
ACCENT TRIM OFFICER MAY IN ACCORDANCE WITH SEC.
CROWN /WALL SURFACE 10.2.17 MAY REDUCE THE REQUIRED
SECTION 8D: GLAZING EXTERIOR FINISH NOTES EP-2 |ACCENT/WAINSCOT BENJAMIN MOORE PAINT OR EIFS FORMULA |[#2086-10 EXOTIC RED 185 Low Lustre TRANSPARENCY SUBJECT TO THE
GENERAL PROVISIONS ACCENT TRIM FOLLOWING FINDINGS.
_ WAINSCOT BELOW
é'Es\%SEEWEBFSwSH AND INSTALL GLASS IN STOREFRONT AND DRIVE-THRU ELF.S. WALL TEXTURE FINISH STO COLORS EP-3 |ACCENT TRIM@REAR EIFS /METAL / PAINT #2107-20 MOCHA BROWN 185 Low Lustre
' BLDG
2. QUALITY CONTROL: ALL GLASS BROKEN DURING INSTALLATION OR Manuf. Texture NA10-0016 - DELIGHTFUL GOLDEN TG0 VINVL L THE APPROVED ALTERNATE MEETS
DURING CONSTRUCTION PRIOR TO FINAL DELIVERY OF THE BUILDING TO THE p— STO ESSENGE SWIRL NAOL0061 - EXOTIC RED L2 - VINYL UNFINISHED 030 - PAINTABLE THE INTENT OF THE TRANSPARENCY
SHUTTERS (Balcony) S
OWNER SHALL BE REPLACED AT NO ADDITIONAL EXPENSE TO THE OWNER. SHUTTERCONTRACTOR.COM . _ REQUIREMENTS.
GLASS SHOULD BE DELIVERED WITH LABELS PROMINENTLY DISPLAYED AND DRYVIT QUARTZ PUTZ NA10-0017 - MOCHA BROWN EP-4 |SHUTTERS 25 1/2"x119" VINYL L7S - VINYL UNFINISHED 030 - PAINTABLE
THEY SHALL BE LEFT IN PLACE UNTIL THE OWNER'S REPRESENTATIVE SHUTTERS (Building) 2. THE APPROVED ALTERNATE
INSPECTS IT.
MATERIALS FINISH NOTES DRYVIT COLORS BENJAMIN MOORE PAINT #2040-10 EQE\I'XSEREST 170 Semi Gloss CONFORMS WITH THE COMPREHENSIVE
PLAN AND ADOPTED CITY PLANS, AND
THE FOLLOWING COMPONENTS CAN BE POPE051020 - DELIGHTFUL LDEN _ !
1. STOREFRONT GLAZING - REFER TO CONSTRUCTION DRAWINGS AND PURCHASED FROM THE APPROVED SIGN OPE051020 GHTFUL GO EE 2 D/T THRU WINDOW Eﬁ:tmg x;mggg ;T'GER DRYLAC [METAL /POWDER COAT _ |RAL 6009 :x:liisgf'f'\' SMOOTH
NOTES. VENDORS: POPE021028S - EXOTIC RED AL_T CANOPY AND RAILINGS N A MOORE METAL / PAINT #2040-10 N AE P_29 DTM Semi Gloss 3. THE STREET FACING BUILDING
PERFORMANCE * | STANDING SEAM ROOF POPE031020S - MOCHA BROWN (ALT) FACADE UTILIZES OTHER ARCHITECTURAL
1. INSTALLATION: INSTALL GLAZING WITH MANUFACTURER'S INSTRUCTIONS T o WINDOW CANGPY RALING Eg-g STORE FRONT GLAZING | YKK AP ANODIZED ALUMINUM #YBSN DARKBRONZE 21-28 DAYS ELEMENTS TO CREATE VISUAL INTEREST
TO PROVIDE COMPLIANCE WITH LOCAL CODE REQUIREMENTS INCLUDING - ] . TO OFESET THE REDUCTION IN
WIND RESISTANCE, 25 PSF MIN., SNOW LOAD, 20 PSF MIN. GLAZING PANELS * | CLEARANCE BAR (ALT) STORE FRONT GLAZING READY MiX BRONZETONE P-29 DTMSemi Gloss
SHALL BE INSTALLED. SUVPSTER WALLS ] METAL / PAINT TRANSPARENCY.
* | MENU CANOPY EP-7 | GATES BENJAMIN MOORE #2107-20 MOCHA BROWN 185 Low Lustre
ULTRA VIOLET DEGRADATION LEVELS ARE TO MEET MANUFACTURER'S * | GUARD RAIL SAFETY 2 30NE
SEQALilLROEVI:IAir;TRSJﬁ '\\;,lA’\lLlll\%IﬂEHn;/ZLE:EAFi (F;TEIZLI\,IAEE!ETI\(;TL\I/://AERLF;AAI\;TY. | AWNINGS EP-8 |BOLLARDS METAL /ASPHALT/PAINT |/ (o0 o KNG |RMSAFETY YELLOW |P58-10
3- GUARANTEES AND WARRANTIES: AT THE COMPLETION OF THE éLAZING B EP-9  |ANTI- GRAFFITI BENJAMIN MOORE T ﬁgzﬁngACRYLIC CLEAR GLOSS M74-00/M75 (2 COATS) SUMMARY
PROVE THE INSTALLATION WATERTIGHT BY SPRAYING ALL JOINTS WITH A VERSETTA SIMULATED SEEKING ADMINISTRATIVE ALTERNATE FOR
GARDEN HOSE WITH NOZZLE SET FOR MAXIMUM PRESSURE. PROVIDE :AHAEEgkéCT)&VF'QNEgSCSRI/';’%NSET'XTLEETSBBYETHE SW-1 STONE WAINSCOT BORAL STONE STONE VENEER LEDGESTONE PLUMB CREEK NON-OVERLAPPING THE 20% TRANSPARENCY ALONG THE LEFT
ADDIIONAL CAULETLS OR SEALANT, OR RESET GLASS AS NECESSARYTO GENERAL CONTRACTOR SG1 QUIKRETE VENEER STONE MORTAR |POLYMER MODIFIED |MOCHA BROWN 1137-85 SIDE ELEVATION FACING CAPITAL BLVD.
: - VERSETTA SIMULATED WITH THE ADDITION (2) TWO LARGE
LADDER SC-1 |ABOVE WAINSCOT BORAL STONE STONE CAP LEDGE STONE PLUMB CREEK SHUTTERS, (3) THREE SMALL SHUTTERS
" | PUMPSTER GATES G1_|AWNING GRATE (OPT.) _ |AWNING SUPPLIER METAL / POWDER COAT _ |RAL 6009 HUNTER GREEN __ |SMOOTH AND (1) BALCONY/ RAILING
12" OC / GUAGE PER LOCAL
C-1  |STANDING SEAM CANOPY [COPPER SALES, INC. UNA-CLAD UC-4 ALUMINUM REGAL RED CODE REQUIREMENTS
B-1 BRICK BELDEN STANDARD 461-463 BUFF SMOOTH

OPENAES
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SUITE 1000
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NOTES: 12O DENAES
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D81

D11.30
630.48
D20
D22
(630.42
€10.27
C30.1
C20

(652,880
=—am|| \
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I
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1. FLOOR MATS SHOULD BE PLACED IN THE THE AREAS DESCRIBED BELOW: ENTRY WAY MATS: 3M NOMAD, 400 PERIMETER CENTER TERRACE
AVAILABLE SIZES 3'x5' OR 4'6' SUITE 1000
KITCHEN FLOOR MATS: MATRIX 'GRIP ROCK' LOCATIONS: ATLANTA, GA 30346
-INSIDE WALK-IN COOLER (30" x 56" 404-459-4450
-OUTSIDE THE WALK-IN COOLER (3'-0" x 4'-0") THESE DRAWINGS ARE THE
-ICE MACHINE (30" x 4-0") PROPERTY OF
-3 COMPARTMENT SINK (30" x 7-6") ARCHITRAVE GROUP PC
-CONDIMENT COUNTER (3'-0" x 8'-10") AND SHALL NOT BE USED OR
2. EQUIPMENT SUBSTITUTIONS REQUIRE POPEYES PRE-APPROVAL REPRODUCED WITHOUT THE
SUBMIT CUT SHEETS TO D & E DEPARTMENT EXPRESS WRITTEN PERMISSION
3. INTERIOR SIGN PACKAGE MAY BE PURCHASED FROM FROM THE OWNER.
M 5 SCOTT SIGN SYSTEMS, INC. 1-800-237-0447 m m
o
e 10
r 1 .
| | QD
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POPEYES

\
”
—4" VTR
~
/1 EQUIPMENT PLAN o [2
N
w 1/4"=1'-0"
EII SEATING NOTES
SEATS: 60 DIVISION 11:. EQUIPMENT
GROUPS: 17 SYMBOL GENERAL PROVISIONS
RATIO: 35
TEXT ) EQUIPMENT No. 1. SCOPE: COORDINATE WITH THE INSTALLATION OF ALL
EQUIPMENT ITEMS SHOWN ON PLANS AND SCHEDULED IN EQUIPMENT
SQUARE FOOTAGE 1. ITIS THE RESPONSIBILITY OF THE SCHEDULE (EXCEPT AS NOTED AS INSTALLED BY KITCHEN
KITCHEN (NET): o7 G.C. TO COORDINATE DELIVERY, CONTRACTOR) WHICH ARE FURNISHED BY THE OWNER OR UNDER
WALKIN (NETY: 157 UNCRATING, POSITIONING, FINAL SEPARATE CONTRACT. EQUIPMENT SCHEDULE LISTS TRADES
AN ( ): HOOK-UP AND REMOVAL OF TRASH RESPONSIBLE FOR FURNISHING, INSTALLING AND FINAL
DINING/RESTROOM (NET): 1,434 OF ALL OWNER SUPPLIED KITCHEN CONNECTION.
TOTAL ( NET) . 2564 EQUIPMENT. 2. SUBMISSIONS: PROVIDE THE OWNER, AT THE COMPLETION OF
' ’ THIS CONTRACT, WITH AN "OWNER'S MANUAL" SO LABELED. THE
TOTAL (GROSS) : 269 2. ALLKITCHEN EQUIPMENT TO BE MANUAL SHALL CONSIST OF A THREE-RING LOOSE-LEAF BINDER
INSTALLED AS PER CONTAINING ALL PRINTED MATTER SUCH AS: GUARANTEE CARDS,
MANUFACTURER'S CLEANING
SPECIFICATIONS. INSTRUCTIONS, NOTICES TO OWNER, OPERATING MANUALS,
SERVICE AGENTS AND MAINTENANCE INSTRUCTIONS THAT MAY BE
3. DECORITEMS SUPPLIED BY CONTAINED IN THE SHIPPING CARTON OF EQUIPMENT AND
OWNER AND INSTALLED BY
- GENERAL CONTRACTOR. SPECIALITIES. = =
3. DELIVERY AND STORAGE: RECEIVE, UNLOAD, AND SAFEGUARD
THE EQUIPMENT. COORDINATE SHIPPING TIME WITH OWNER. REVISIONS:
4, PROTECTION AND CLEANING: SURFACES SHALL BE CLEANED
BEFORE FINAL INSPECTION. 1 CITY COMMENTS 4/4/17
INTERIOR SIGN PACKAGE MATERIALS
AREA SIGN NAME QTY MOUNTING LOCATION COMMNENTS 1. SEE EQUIPMENT SCHEDULE
FRONT OF__HOURS OF OPERATION 2 | CUSTOMER ENTRANCE DOORS, 48" AFF MOUNT ON WINDOW NEXT TO DOOR, IF POSSIBLE
DOOR TRAFFIC FLOW SIGNS
N 2 | CUSTOMER ENTRANCE DOORS, 48" AFF MOUNT DIRECTLY ABOVE PUSH BAR OF ENTRANCE DOORS PERFORMANCE
ouT 2 | CUSTOMER ENTRANCE DOORS, 48" AFF MOUNT DIRECTLY ABOVE PUSH BAR OF ENTRANCE DOORS
LOBBY FLOW SIGN 2 | SITS ON TOP OF SERVICE COUNTER 3 SIDED SIGN, "ORDER HERE", "PAY HERE", "NEXT REGISTER 1. INSTALL EQUIPMENT ACCORDING TO NFPA 96 AND
QUEUEING LINE FLOW SIGN 1 TOP OF QUEUEING LINE POLE 2 SIDED SIGN, "ENTER HERE", "PLEASE COME AGAIN" MANUFACTURER'S
RESTROOM SIGNS LATCH-SIDE WALL, MTD.|C 60" A.F.F. HANDICAPPED INSTRUCTIONS, PROVIEDE FACTORY AUTHORIZED START &
"HANDICAP WOMEN" 1 EXTERIOR OF WOMEN'S RESTROOM DOOR, 60" AFF MOUNT TO CENTER LINE OF SIGN ADJUSTMENT.
"HANDICAP MEN" 1| EXTERIOR OF MEN'S RESTROOM DOOR, 60" AFF MOUNT TO CENTER LINE OF SIGN ;
"RESTROOMS" 1| VISIBLE TO CUSTOMERS IN DINING AREA, 60" AFF MOUNT TO CENTER LINE OF SIGN DIVISION 12: FURNISHINGS
"EMPLOYEES MUST WASH HANDS|" 2 | INTERIOR OF BOTH RESTROOMS DOOR, 60" AFF GENERAL PROVISIONS
"NO SMOKING" 5 | DINING ROOM
"EMPLOYEES ONLY" 1 ENTRANCE BETWEEN KITCHEN AND DINING ROOM 1. SCOPE: COORDINATE INSTALLATION OF MURALS, SEATING,
TEA URN SIGNS FREE-STANDING CABINETS AND SHELVING, WINDOW TREATMENT, FLOOR
"UNSWEETENED TEA" 1 HANGS ON DISPENSER 2 SIDED SIGN MATS, AND ACCESSORIES WHICH ARE FURNISHED UNDER SEPARATE
"SWEETENED TEA" 1 HANGS ON DISPENSER 2 SIDED SIGN CONTRACT TO THE OWNER.
WATER" 1| HANGS ON DISPENSER 2 SIDED SIGN IF REQUESTED THROUGH THE CONTRACT, INSTALL ARTWORK, SEATING,
phal Sl s L — e oo FREE-STANDING CABINETS AND SHELVING, WINDOW TREATMENT, FLOOR
riAce onrcE B ,  MATSANDIORACCESSORIES. . o EQUIPMENT
"FILTER" 1| PLACE ON FILTER POWDER BIN STICKER APPLICATION : OTES: S S SHOWN O o PLAN
3 COMPARTVENT SINK DECALS DECOR DRAWINGS CONFLICTING WITH THE STANDARD PLANS
"WASH" 7| PLACE ON BACK SPLASH OVER APPROPRIATE SINK STICKER APPLICATION SHALL BE BROUGHT TO THE ATTENTION OF THE ARCHITECT IMMEDIATELY
"RINSE" 1 PLACE ON BACK SPLASH OVER APPROPRIATE SINK STICKER APPLICATION PRIOR TO COMMENCEMENT
"FILTER" 1 PLACE ON BACK SPLASH OVER APPROPRIATE SINK STICKER APPLICATION OF THE INSTALLATION. VERIFICATION OF ADA COMPLIANCE WILL BE
"HOT! USE CAUTION" 6 MICROWAVE WINDOW, OVEN, PRODUCT DISPLAY AREAS | STICKER APPLICATION NECESSARY.
"MUST BE 18..." 4 FRYER, FILTER, MARINATOR, (IF APPLICABLE) 3. DELIVERY AND STORAGE: RECEIVE AND SAFEGUARD OWNER SUPPLIED
FRYER LABELS (1,2,3,4,5,6) 1 PLACE ON APPROPRIATE FRYER STICKER APPLICATION ITEMS ON THE JOB SITE IF REQUESTED.
SECURIT "STOP! ALL VENDORS MUST.." 1| EXTERIOR OF BACK DOOR, 60" AFF
SIGNS "WARNING! ONLY MANAGERS..." 1 EXTERIOR OF BACK DOOR, 48" AFF PERFORMANCE
"MANAGERS..ACCESS TO SAFE" | 1 | EXTERIOR OF BACK DOOR, 48" AFF
"CHEMICAL STORAGE ONLY" 1| ON OR OVER AREA TO STORE CHEMICALS MOUNT TO SHELVING UNIT OR WALL ]
OTHER HANDICAP PARKING SIGN 2 | DESIGNATED PARKING SPOT (S) 84" TO BOT. OF SIGN L INSTALLATION: PREPARE SURFACES TO RECEIVE THESE MATERIALS AND .
COOPERATE WITH THE INSTALLATION OF DECOR MATERIALS AS SHOWN DATE: 1/6/17
ON
THE DECOR DRAWINGS. PROJECT NO. G16-109
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